
 

Chimo Mine Project – 1.18 million ounces 

 

May 2020 Resource Estimate:  

585,190 ounces gold (4.53 g/t) Indicate 

597,800 ounces gold (3.82 g/t) Inferred 

High grade quartz veins (5 - 15 g/t) surrounded by large volumes 

of gold bearing sulphides (1.5 - 3 g/t) 

Recently new high grade zone discovered (drilling ongoing) 

Overview of 2017-2020 high grade results: 

25.3 g/t over 2.0m  

88.6 g/t over 1.0m  

9.4 g/t over 6.5m  

24.8 g/t over 1.0m  

11.8 g/t over 1.0m  

14.6 g/t over 3.0m  

30.8 g/t over 0.6m  

33.0 g/t over 0.7m  

12.2 g/t over 2.5m  

14.6 g/t over 2.0m  

12.4 g/t over 5.0m  

10.6 g/t over 6.0m  

23.3 g/t over 2.0m  

11.4 g/t over 2.5m  

26.7 g/t over 0.5m  

27.1 g/t over 1.0m 

 

 

Benoist Project – VMS stringer system 

Was drilled in the 1990s and a small deposit was delineated  

(0.53 mt @ 5.52 g/t Au, 12 g/t Ag, 0.27% Cu). 

Cartier drilled to test the system at depth (700m) and found that 

the system is robust: 2.4 g/t over 53m (incl 10.3 over 5.0m). 

Only years later the IP was performed and Cartier realized they 

drilled the weakest part of the IP anomaly.  

Some previous drill intercepts: 

6.5 g/t over 37.0m (incl 10.9 g/t over 19.5m)  

5.3 g/t over 56.1 g/t (incl 10.5 g/t over 7.8m)  

4.0 g/t over 25.8m (incl 7.9 g/t over 5.6m)  

5.6 g/t over 53.6m (incl 11.6 g/t over 9.3m) 

Next steps: 

1. Resource update 

2. Major drill program to test the anomalies shown in the 

long section above. Drill program to be designed using all 

previous exploration data. The IP is especially interesting 

as all the data from the small deposit could be used and 

there are a number of very clear drill targets. 

 

Fenton - Drill extension of known deposit 

Was drilled in the 1990s and a small deposit was delineated 

(historical estimate: 0.43 mt @ 4.66 g/t). 

50 km from Bachelor mill     

Deposit partially outlined near surface, large mineralization and 

alteration envelope. Open at depth and laterally 

Some previous drill intercepts: 

4.0 g/t over 25.2m  

9.9 g/t over 13.4m  

6.2 g/t over 11.0m  

7.7 g/t over 11.1m  

13.2 g/t over 2.8m  

8.0 g/t over 5.3m 

 

 

 

Wilson – High grade drill results 

Was drilled in the 1990s and a small deposit was delineated 

(historical estimate: 0.187 mt at 7.1 g/t) 

- 800 meter wide corridor of mineralized shears  

- Parallel shears run across the property which give a very diffuse 

signature in the geophysics. Therefore big drill program needed  

Some previous drill intercepts: 

33.2 g/t over 3.0m (incl 164.5 g/t over 0.6m)  

20.2 g/t over 2.6m (incl 36.2 g/t over 1.1m)  

10.5 g/t over 4.8m (incl 34.3 g/t over 0.8m)  

2.0 g/t over 41.4m 

64.6 g/t over 0.4m 

Next steps 

1. To be drilled  
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